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Executive Summary 

FWpose The March 1979 accident at Three Mile Island (TMI) severely damaged 
the reactor’s nuclear fuel and produced about 150 tons of highly radio- 
active debris. Efforts are underway to remove and transport this mate- 
rial to a government research facility in Idaho for further study. 

Representatives William Clay, Richard Gephardt, Alan Wheat, and Rob- 
ert Young requested GAO to report on the 

l reasons why the debris is being shipped to Idaho; 
l safety standards used for the shipments; 
l testing of the transportation containers; 
l criteria used to select the shipping route, because of concerns from the 

July 1986 rail accident in Miamisburg, Ohio, involving fire and hazard- 
ous cargo; and 

l emergency planning along the route. 

Background One year after the accident, the Department of Energy (DOE); the 
Nuclear Regulatory Commission (NRC); the General Public ljtilities Com- 
pany (GPU), which owns and operates TMI; and the Electric Power 
Research Institute agreed to conduct research on the damaged fuel. The 
research objective is to obtain information that could improve the opera- 
tion and safety of all commercial reactors. In March 1981 NRC issued an 
environmental impact statement which stated that the debris from the 
accident and subsequent cleanup should be removed from TMI because 
the site is not geologically suitable for the long-term storage of radioac- 
tive materials. A March 1982 memorandum of understanding bet ween 
NRC and DOE stipulated that the debris would be shipped to DOE’S Idaho 
National Engineering Laboratory for research and temporary storage. 

According to DOE, between 20 and 40 train shipments over a 2- 1 2 year 
period will be required to transport the material to Idaho. The first ship- 
ment was made on July 20, 1986. After the second shipment, a series of 
reactor defueling problems, such as clogged debris containers, cnx+urred 
which temporarily halted the shipments. Corrective modifications were 
made and shipments resumed on December 14, 1986. 

Results in Brief DOE'S program is designed to remove the damaged nuclear fuel from TMI 
and to perform research that may benefit all commercial nucsltbar IM)wer 
plants. GAO found that: 
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Executive Summary 

. DOE decided to ship the damaged nuclear fuel to Idaho Falls because of 
its facilities and radiological research expertise; 

l the shipping containers were designed and tested, and independently 
reviewed by NRC, to ensure that radioactivity would not escape during 
any credible accident; 

l the criteria for route selection was the best quality track, shortest dis- 
tance, and avoidance of large population centers; and 

. the emergency plans for the TMI shipments are the same as other hazard- 
ous cargo, with modifications to accommodate damaged nuclear fuel. 

Principal Findings 

Program Purpose According to DOE, its Idaho facility is best suited, due to its unique 
equipment and personnel expertise, to perform research on the highly 
radioactive debris that was produced by the TMI accident. The research 
will provide insight into methods for large-scale decontamination of 
plant systems and equipment, processing and disposing of the radioac- 
tive wastes produced by an accident, and assessing the effects of an 
accident on the reactor vessel and other important components. 

Equipment Design The transportation equipment was designed and manufactured to safely 
accommodate the unique characteristics of the damaged fuel. The ship- 
ping program has been coordinated among DOE, NRC, GPU, the Federal 
Railroad Administration (FRA), affected states, and the railroads. Efforts 
have been taken to assure that appropriate margins of safety exist in all 
aspects of the program such as engineering and construction standards 
for the transportation equipment and repeated inspections of the trains 
and railbeds. 

Container Testing Prior to certification of the damaged fuel containers, NRC and the con- 
tractors worked over a 3-year period to develop the shipping package. 
When compared with containers used to transport undamaged spent 
nuclear fuel, the TMI containers are designed to provide greater protec- 
tion against the escape of radioactivity. Destructive tests were per- 
formed on scale- and full-size models of the containers, and the results 
were measured against computer predictions. The containers met the 
predicted results and passed the tests. In addition, NRC performed an 
independent safety review which considered the shipping cask design 
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Executive Summary 

and test results. DOE and NRC are satisfied that the containers will pro- 
tect against the escape of radioactivity and were not able to identify any 
credible accident that would breach them. 

Route Selection The route for the shipments was selected by DOE following consultation 
with FRA, NRC, and the railroads; route study assistance was provided by 
Oak Ridge National Laboratory and a private consultant. The criteria 
governing route selection was high quality track, avoidance of popula- 
tion densities, and the shortest, most direct route. 

Miamisburg Accident In July 1986 a rail accident involving hazardous materials and fire 
occurred in Miamisburg, Ohio. Some residents had to evacuate the area. 
The accident, however, did not occur on the route used for the TMI ship- 
ments. According to DOE officials, the Miamisburg accident did not 
demonstrate the need to change the route used for the TMI shipments 
because, in their opinion, the shipping cask would have successfully 
withstood the accident. 

Emergency Planning In the event of a hazardous materials accident, the rail carrier, local 
affected community, and the state are primarily responsible for initiat- 
ing and monitoring recovery operations. The federal government plans 
to supplement local efforts, if needed, with assistance and support. The 
emergency plans for the TMI shipments are the same as those used for 
accidents involving other hazardous cargo, with modifications such as 
special emergency response teams to accommodate the unique charac- 
teristics of the damaged nuclear fuel. 

Recommendations Because the objective of this report was to provide information on the 
TMI shipments, GAO is making no recommendations. 

Agency Comments GAO obtained comments on a draft of this report from DOE and other fed- 
eral, state, and private agencies and organizations involved with the 
damaged fuel shipping program. Although various suggestions were 
made for improving technical aspects of the report, con-mentors gener- 
ally agreed that the report is an accurate and comprehensive account of 
the program. 
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Chapter 1 

Introduction 

On March 28, 1979, the most severe accident in the nation’s history of 
commercial nuclear power occurred at the Three Mile Island (TM) 
nuclear power plant, which is located on an island in the Susquehanna 
River about 10 miles south of Harrisburg, Pennsylvania. The accident 
extensively damaged the nuclear fuel core of one of the two reactors on 
the site and produced about 150 tons of highly radioactive core debris, 
including melted fuel. The accident also resulted in minor releases of 
radiation into the atmosphere from the plant. Subsequent government 
accident investigations showed that the accident was caused by equip- 
ment malfunctions and inadequate operator response due to insufficient 
training. The TMI accident and the resulting damage to the reactor core 
presented the nuclear industry with its first large-scale cleanup and 
recovery operation. 

In March 1980 a coordination agreement outlining common nuclear 
research interests and objectives was signed by the Department of 
Energy (LIOE); the Electric Power Research Institute; the General Public 
Utilities Company (GPU), which owns and operates the facility; and the 
Nuclear Regulatory Commission (NRC). Since the TMI accident presented 
unique opportunities to enhance nuclear power plant safety and reliabil- 
ity, as well as advance accident cleanup technology, these organizations 
wanted to assure that the research was beneficial to the nuclear 
industry. 

One year later, NRC prepared an environmental statement which con- 
cluded that TMI is not geologically suited for the long-term storage of the 
damaged nuclear fuel. The statement also addressed the effects of the 
accident and outlined the federal government’s strategy in assisting the 
utility in its efforts to clean up the damaged reactor and dispose of the 
core debris. 

In March 1982 NRC and DOE signed a memorandum of understanding 
regarding the removal and disposition of the core debris from the TW 
site. The memorandum outlined NRC'S and DOE'S responsibilities in assur- 
ing that TMI is not used for long-term storage of the radioactive material 
produced by the accident and their roles related to cleanup operations. 
DOE is responsible for coordinating research on the damaged tort’ debris. 
To carry out its responsibilities, DOE is conducting an accident tb\,;tluation 
program. The program includes shipping the core debris from T‘VI to 
DOE'S Idaho National Engineering Laboratory (INEL) located in Idaho 
Falls, Idaho, where it will remain for research and temporary st (Irage 
until the radioactive wastes are emplaced in a repository. Thtb +llments 
are expected to cost over $17 million, extend over a 2-l/2 year lr~~d, 
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and, depending on whether the two specially designed shipping casks 
are shipped separately or sent on the same train, require 20 to 40 ship- 
ments to move all of the core debris. 

The reactor core debris consists of approximately 150 tons of radioac- 
tive fuel and internal pieces of the reactor that blended with the fuel 
during the accident’s partial meltdown. The core debris is being removed 
from the reactor vessel and, depending on the size of the debris, put into 
one of three types of canisters. The canisters are then loaded into a reus- 
able shipping cask which is placed on a flat-bed railcar. Due to the size 
and weight of the cask, the railcar carries no other cargo. Each cask is 
designed to hold core debris contained in seven canisters and inserted 
into reinforced tubes inside the cask. The program will require the use 
of about 250 canisters because they will not be reused; the shipping 
casks, however, will be in continuous reuse. 

The shipping casks and railcars were specially designed and manufac- 
tured for the program at a cost of about $4 million. Each cask has an 
empty weight of about 80 tons and, when loaded with the damaged fuel, 
will have a shipping weight of about 90 tons. 

Objectives, Scope, and Representatives William L. Clay, Richard A. Gephardt, Alan Wheat, and 

Methodology 
former Representative Robert A. Young requested that we provide 
information on the following aspects of DOE'S program for transporting 
the radioactive waste from TMI to INEL: 

l Reasons why the core debris is being shipped from TMI to IXEL (see ch. 2); 
. Safety standards used for shipping and testing the containers developed 

to transport the material (see ch.3); 
l Criteria used to select the shipping route and the impact on the route 

selection of the July 1986 rail accident in Miamisburg, Ohio, involving 
fire and hazardous cargo (see ch. 4); and, 

l Emergency response planning if an accident occurred along the route 
(see ch. 5). 

Additional information relating to operational problems encountered 
during the program, such as clogged debris containers and differences m 
the use of dedicated trains, is discussed in chapter 6. 

To attain our objectives, we interviewed DOE, GPU, and EG&G Idaho 
(DOE'S contractor that operates INEL) officials at the TMI site and at I M )t: 
headquarters in Washington, D.C., to learn why DOE is shipping t htt (‘I jrt’ 
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debris, the safety precautions being exercised, the criteria used for 
selecting the train route, and why the debris is being shipped by dedi- 
cated trains. 

We also interviewed NRC officials in Silver Spring, Maryland, who are 
responsible for licensing the shipping containers, to obtain information 
on container design standards and the process used to certify that the 
shipping containers meet the standards. At TMI we interviewed GPV and 
NRC officials who are performing and monitoring the loading of the deb- 
ris; we also toured the facility and were provided an explanation of the 
radioactive waste processing and loading procedures. 

We also interviewed representatives of the Consolidated Rail Corpora- 
tion (Conrail) in Philadelphia, Pennsylvania, and officials of the Union 
Pacific Railroad to obtain their views on route selection, safety meas- 
ures being used, and reasons why dedicated trains are being used. 

Since it was not feasible for us to visit all of the communities along the 
shipping route, we visited the state emergency management agencies in 
Pennsylvania and Missouri to determine how state and local authorities 
have planned to respond to an emergency. Pennsylvania was selected 
because the shipments originate from TMI, and Missouri was selected 
because the shipments change rail carriers in the St. Louis, Missouri, 
metropolitan area. 

To obtain information for our review, we reviewed various technical 
reports, regulatory directives, operating policies, internal agency corre- 
spondence and memoranda, and other related documentation. Our audit 
work was conducted between August and November 1986 and was per- 
formed in accordance with generally accepted government auditing 
standards. 

We provided a draft of this report for comment to the government agen- 
cies and organizations mentioned above and other agencies and organi- 
zations involved with the damaged fuel shipping program. Agencies’ 
comments and our analysis are discussed in chapter 6 (app. I through VI 
present agencies’ written comments). 
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Chapter 2 

Why the Damaged Fuel Is Being Transported 

DOE'S decision to transport TMI'S damaged fuel to Idaho was outlined in 
agreements reached soon after the accident regarding the federal gov- 
ernment’s role in the cleanup of the reactor site. The debris from the 
reactor core is being transported to INEL for research which could 
enhance the safety of other reactors and for long-term storage until the 
radioactive wastes are emplaced in a permanent repository. DOE and NRC 
agree that TMI should not be the site for long-term storage of spent 
nuclear fuel or the core debris produced by the accident. DOE believes 
that INEL is the most suitable location for the research work because of 
its unique facilities and proven historical experience in conducting 
research for NRC and the nuclear industry on severe accidents and dam- 
aged nuclear fuel. 

Background of 
Transport Decision 

Shortly after the accident, several research agreements were initiated in 
conjunction with the facility’s cleanup operations. The following sum- 
marizes the activities authorized under these agreements. 

The Four-Party 
Coordination Agreement 

In March 1980 DOE, NRC, GPU, and the Electric Power Research Institute 
agreed to collect data and conduct research on the accident. The objec- 
tives of this agreement were to (1) develop information that would 
improve plant safety, reliability, and operation, (2) provide guidance in 
developing more effective regulations for nuclear facilities, and (3) inte- 
grate data gained from the accident into other ongoing reactor research 
and development programs. The data collected identified technical areas 
in need of additional research, including the development and testing of 
new methods to remove, package, transport, store, and dispose of dam- 
aged nuclear fuel. According to DOE, information gained from these 
efforts could enhance the safety of other reactors. 

NRC’s Environmental 
Statement 

In March 1981 NRC published an environmental statement outlining the 
cleanup strategy for the damaged reactor and the disposal of the core 
debris. NRC identified the following key factors that led to DOE'S role in 
the cleanup program and the decision to remove the core debris from 
TM1: 

. TMI is geologically unsuited for long-term storage and disposal of the 
radioactive wastes produced by the accident and cleanup operations. 

. Special facilities and equipment are required to handle and process the 
wastes, but TMI does not have this equipment. Since DOE'S INEL contractor 
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already has these facilities, DOE did not consider it necessary or feasible 
to purchase this equipment for the cleanup program. 

l Radioactive wastes should be packaged and transported to a federal 
facility for temporary storage until they can be repackaged for perma- 
nent disposal in a repository. 

. The recovery and development of technical information should be maxi- 
mized because the nuclear industry and scientific community had never 
experienced an accident with consequences of this magnitude. Informa- 
tion gathered from TMI would (1) add to the understanding of reactor 
operation and safety, (2) assist in developing better regulations gov- 
erning nuclear facilities, (3) improve reactor hardware, and (4) establish 
recovery procedures in the event of another severe accident. 

. When compared with shipment by truck, rail transportation would 
result in fewer shipments and less accident risk to the public. 

Memorandum of 
Understanding 

In March 1982 NRC and DOE reached an agreement on the implementation 
of the waste disposal procedures outlined in NRC'S environmental state- 
ment. To carry out its agreement, DOE developed an accident evaluation 
program. DOE is responsible for (1) shipping the core debris to [SKI. for 
research, (2) coordinating research on the core debris at its facilities, 
and (3) providing temporary storage until the wastes can be repackaged 
and emplaced in a permanent repository. NRC agreed to work closely 
with DOE to provide regulatory oversight of these activities. The follow- 
ing summarizes the accident evaluation program’s objectives: 

l Increase the understanding of the accident. It was the first large-scaale 
U.S. reactor incident that resulted in major damage to components and 
equipment. This research activity was also considered beneficial 
because the damage to TMI'S nuclear fuel was more severe than the 
results previously obtained from experiments involving damaged 
nuclear fuel. 

l Apply the results of the research in resolving generic issues ~rrammg 
to severe accidents and learn more about the consequences of an ac.ci- 
dent and its effect on the population. 

. Ensure the participation and coordination of the nuclear indu3t n In 
conducting the research program. 

DOE’s Decision to Ship the DOE'S cleanup role consists of two major activities-conducting rrb%Iarch 
Radioactive Waste From and providing temporary storage for the waste material. LX It: dcut csrnl med 

TM1 to INEL that its facility at INEL was best qualified to perform these fun f 18 111~ 
because it has (1) unique shielded facilities, or “hot cells,” nt vv it, 1 I I 1 
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Research 

Storage 

handle and store nuclear wastes and (2) a staff with the expertise 
required to conduct nuclear research. The following describes the activi- 
ties to be performed at INEL. 

DOE and its predecessor agencies have been involved in research related 
to the safe operation of nuclear reactors for more than 3 decades. Much 
of this effort has been conducted at INEL where 52 nuclear research and 
development reactors have been built, operated, and subjected to vari- 
ous experiments. To learn more about accident consequences, some of 
these reactors have been tested to failure. As a result of this work, INEL 
has developed: 

l expertise on the behavior of nuclear fuel during loss-of-coolant incidents 
similar to what occurred at TMI; 

l a library of failed fuel samples obtained from these loss-of-coolant 
experiments that could be valuable in comparative analysis; and 

l computer programs for predicting reactor behavior during normal and 
abnormal events. 

Based on these factors, DOE concluded that the facilities available at INEL 
make it the most qualified in the nation to perform research and to tem- 
porarily store the core debris. 

NRC has concluded that TMI is not geologically suited for the permanent 
storage of nuclear material. Although a federal repository is being 
planned for the permanent disposal of radioactive wastes from commer- 
cial nuclear reactors, it will not be available for use for about 15 years. 
DOE has therefore concluded that the 150 tons of damaged fuel and 
related radioactive wastes from TMI should be stored at one of its own 
facilities until the repository is available for permanent disposal. 

All 150 tons of TMI'S core debris are to be transported to INEL and stored 
there temporarily. DOE believes that if additional damaged fuel samples 
are needed during the examination process, quick access will be pro- 
vided by having all the core debris material at INEL. 
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Shipping Container Development 

The shipping containers used to transport the core debris have been 
designed and built especially for TMI'S wastes in accordance with NRC 
standards. The two primary considerations in developing the containers 
are their ability to withstand severe accidents and to protect the public 
from radiological exposure. The reusable shipping casks have double- 
walled containment barriers consisting of 8 inches of stainless steel and 
lead shielding. The casks’ interior consists of reinforced stainless steel 
tubes into which canisters containing the core debris are inserted. The 
containers have features that are designed to prevent a nuclear reaction 
or the release of radioactive material if an accident occurs. 

NRC standards and criteria were used as guidance in constructing the 
shipping containers. The NRC certification process included tests and 
analyses to assure that the casks and canisters would prevent the 
escape of radioactivity if they were subjected to severe impacts or fire. 

NRC conducted inspections during the construction of the casks and can- 
isters. Although some problems were observed, NRC took measures to 
ensure that the equipment meets regulatory standards and will protect 
the public against the escape of radioactivity. 

Shipping Container 
Designed to 
Accommodate 
Damaged Fuel 

Under normal conditions, intact spent fuel is contained in hollow metal 
rods known as cladding. The TMI fuel, however, is not in the normal con- 
dition. As a result of the damage from the accident, much of the fuel is 
no longer contained in the cladding; the debris produced during the acci- 
dent consists of large pieces of reactor fuel components, smaller gravel- 
like pieces of radioactive material, and powdered fine particles sus- 
pended in the reactor cooling water. 

Because of the unique condition of the damaged fuel, early in the plan- 
ning stages of the shipment program EG&G Idaho decided that, instead 
of modifying and relicensing existing spent fuel shipping casks, new 
casks should be designed, fabricated, and certified by NRC. EG&G Idaho 
also determined that rail transport offered the following advantages 
over shipment by truck: 

. A rail cask holds seven canisters, whereas a truck cask only holds one. 

. Rail transport would require between 20 and 40 rail shipments, com- 
pared with about 250 by truck. 

. Fewer shipments reduce the chance of an accident. 

. Rail casks are considered to be more efficient and less costly. 
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Shipping Container Development 

The decision to transport the core debris by train led to the development 
of the Nuclear Packaging, Incorporated (NUPAC) 125-B rail cask. In addi- 
tion to the reusable cask, three types of canisters were developed to 
hold the various types of debris removed from the reactor. After seven 
canisters are loaded with debris, they are inserted in the cask. The 
entire package has been designed as an integrated unit. 

NRC Standards Used for 
Container Design 

NRC has established standards that shipping containers must meet 
before they are certified to transport radioactive waste. The standards 
require that under both normal and accident conditions, the container 
shall 

l prevent the loss or dispersion of the radioactive contents, 
l provide adequate shielding and heat dissipation, and 
. prevent a nuclear reaction, or criticality. 

Under normal transport conditions, a cask must withstand hot and cold 
environments, pressure differentials, vibration, water spray, and 
impact, puncture, and compression tests. For accident conditions. casks 
must withstand fire, more severe impact and puncture conditions. and 
immersion in water. 

DOE believes that neither the Atomic Energy Act of 1954, as amended. 
nor the Nuclear Waste Policy Act of 1982 requires it to comply with \H( 
regulations for the TMI nuclear waste shipments. However, in previous 
projects involving commercial facilities licensed by NRC, DOE has used 
NRC-licensed casks. Since TMI is a facility licensed by NRC, DOE deuded to 
follow the same policy. 

For the manufacture of the shipping cask, DOE also decided to adopt the 
American Society of Mechanical Engineers (ASME) welding code that gvv- 
erns the construction of nuclear reactors. Although this welding code 
pertains to vessels such as reactors that contain a great amount of pres- 
sure, its requirements were used in the construction of the shippmg 
casks which contain little or no pressure. 

According to NRC officials, the general standards for transporting rxllo- 
active material and cask design were evaluated in an environmtlnr ;11 
impact statement published in 1977. On the basis of the informat I( ~II 
developed for this statement and the safety record associated LVI~ h t hfh 
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Shipping Container Development 

transportation of radioactive material, NRC concluded that (1) the stan- 
dards provide a reasonable degree of safety and (2) no immediate 
changes were needed to improve safety. 

In February 1987 NRC published a study assessing the protection pro- 
vided by current standards in extremely severe accidents. The study 
evaluated all types of severe non-nuclear accidents that have recently 
occurred in the country, the probability of a radioactive material ship- 
ment being involved in such an accident, and whether the shipping cask 
would prevent the escape of radioactivity during the accident. The 
study found nothing to indicate that the regulations are inadequate and 
should be changed. 

Factors Affecting the 
Design of the Shipping 
Container 

According to DOE, the condition of TMI'S fuel required that several unique 
features be incorporated into the cask design: 

l Two containment barriers, required by NRC, were incorporated into the 
cask design because the damaged fuel does not have the cladding that 
normally surrounds intact spent fuel. Since the cask has double-walled 
construction, this requirement is met by the cask; an additional barrier 
beyond NRC'S requirements is therefore provided by the canisters. 

l A “leaktight design” was incorporated into the casks to prevent the 
release of radioactive particles even after a series of severe impacts or 
fire; however, since the cask is not leak proof, a small gas bubble about 
the size of a ping pong ball could escape over a year. 

. A system to control hydrogen and oxygen gases produced in the canis- 
ters was included in their design so these gases will not form a mixture 
of flammable gas. 

l Materials that control nuclear reactions were incorporated into the can- 
isters and the cask to ensure that the damaged fuel would not, under 
any condition, begin a nuclear reaction. These materials ensure that a 
nuclear reaction will not be initiated by absorbing the neutrons needed 
to achieve and sustain a chain reaction. This means that the self-sus- 
taining splitting of atoms that normally occurs in an operating nuclear 
reactor cannot be duplicated in the cask. 

The following describes in detail the design features incorporated III the 
casks and canisters. 
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Cask Design As illustrated in figure 3.1, the reusable shipping cask consists of an 
inner and outer vessel designed to contain radioactivity. The inner con- 
tainment vessel was manufactured using a stainless steel hub-and-spoke 
structure that is welded to forgings at each end of the cask. According to 
DOE, this structure is designed to prevent the seven canisters and their 
supports from crushing each other in the event of a severe impact. The 
canisters that contain the core debris are inserted into stainless steel 
tubes that are welded to a thick plate. The radiation containment bound- 
ary is completed by a forging that is welded to the cask, and a .5-inch- 
thick lid is bolted to the forging. Two O-ring gaskets are installed around 
the lid to form a seal. These seals are inspected and tested for leaks 
before each shipment. 

In addition to the stainless steel spokes that separate the canister tubes, 
one-inch-thick stainless steel plates are welded to the inner vessel. These 
plates provide structural stiffness and form voids between the camster 
tubes. The voids have been filled with a neutron-absorbing material that 
solidified like concrete. According to DOE, the strength of this material 
and the plates protect the tubes from impacts and ensure that the debris 
contained in the canisters cannot initiate a nuclear reaction. For ad&d 
safety, energy absorbers, called impact limiters, are placed at each clnd 
of the canister tubes to absorb the shock of an impact and protect the 
canisters from crushing. 

The outer containment vessel, which is a composite of three layers ot 
metal, also has many safety features incorporated into its design. TL\.o 
stainless steel shells, 2 inches thick and 1 inch thick, respectively. ;irt* 
placed one inside the other, with a gap of nearly 4 inches between t km. 
Molten lead was poured into the gap. The lead cooled and solidified ;ind 
became the primary material used to shield the radiation emitted b!. the 
debris. The effectiveness of the lead shielding was checked to ensurt’ 
that there were no voids. The containment shell is welded to a bot t ( jrn 
base plate and upper stainless steel forging. A 7.5-inch thick st;unl~~*~ 
steel lid is bolted in place using 32 bolts. A seal between the lid and t ho 
shell is formed by two O-ring gaskets installed around the edge of t 114’ 
lid. These seals are inspected and tested for leaks before each shllmwnt 

Attached to the outer shell are short stainless steel cylinders. (~:tll~~i r ~1 I - 
nions, which are used to lift the cask during loading and to hold It I!( I\\ 11 
during shipment. The trunions are designed and tested to sup[)c)r~ w’\ 
era1 times the weight of the loaded cask. Also attached to the t~st~~r~l~r’ ttt 
the shell is a shear block that is designed to absorb motion that ( I I( 11~1 ;a IIt 
the cask forward or backward during transport. The shear b1o.k ‘ll 7 \ * 11 
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Figure 3.1: Shipping Cask and Canisters 

Outer Vssssl 
Outer 

Closure vessel outer 
bolts Itd 0-rungs vessel 

O-rings 

Inner 
Closure vessel 
bolts Ild 

Shield plugs 
and Impact 
limiters Camsten 

Impact 
lfmlters 

Inner 
vassal 

Inner Vessel 

protect the trunions from high inertia loads that may be encountered 
during shipment. 

The cask is covered by a thermal shield which, according to LHK offi- 
cials, provides an additional margin of fire-related safety beyond \ W’S 
regulatory requirements. This thermal shield consists of wire surrrbrmd- 
ing the outer surface of the cask. The wire is covered by a thm shtyat of 
stainless steel. An air space exists between the steel sheet and t htb cx.sk 
which reduces the amount of heat that is transferred into the cx4 This 
heat reduction occurs because air is a poor conductor of heat tmbrgy 
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To complete the package, large energy absorbers, called overpacks, are 
attached to each end of the cask. Each overpack is made of a thin plate 
of stainless steel and filled with foam. The overpack is designed to crush 
and absorb the energy of an impact, thereby protecting the cask. These 
overpacks give the cask the dumbbell-like shape illustrated in figure 3.2. 

Figure 3.2: Nuclear Packaging, incorporated 125-B Rail Cask 

Canister Design Three types of nonreusable canisters are being used to hold the reactor 
debris. Each type of canister is 14 inches in diameter, 150 inches long. 
constructed of stainless steel, and has the same general external apptar- 
ante. The following three types of canisters are used to accommodate 
the various forms of debris: 
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l The fuel canister has a removable upper lid that can accept a damaged 
fuel assembly. This canister is used to ship large pieces of fuel debris. 

. A knockout canister is used in conjunction with a hydraulic vacuum sys- 
tem. Water and smaller pieces of debris are vacuumed from the damaged 
reactor core and pumped into the canister. As the velocity of the water 
decreases in the large diameter of the canister, the pieces of debris settle 
out of the water. The water and residual fine pieces of debris then enter 
the third type of canister. 

l The filter canister captures fine powder-like debris on pleated stainless 
steel filters. 

Neutron absorbers are built into each type of canister to prevent a 
nuclear reaction. In addition, catalytic material is installed on each end 
of the canister to recombine any hydrogen and oxygen gases that may 
form. This recombination prevents the formation of combustible gas 
mixtures and pressure buildup. 

Safety Issues Affecting 
Canister Design 

According to DOE officials, experience gained from earlier waste ship- 
ments from TMI was factored into the design of the canisters. As part of 
the effort to remove the contaminated water from the containment 
building in the aftermath of the accident, it was determined that special 
measures were needed to prevent (1) the debris from igniting spontane- 
ously in the air, (2) the generation of hydrogen and oxygen through 
radiological decomposition, and (3) the generation of steam in the canis- 
ters during an accidental fire. DOE and EG&G Idaho requested assistance 
from Rockwell Hanford Operations (Rockwell) and GPU Nuclear in 
resolving these safety concerns. In a report issued in June 1985, 
Rockwell made several recommendations regarding how these issues 
should be handled. According to the TMI project manager for EG&G 
Idaho, after review and approval by NRC, the recommended design 
changes were incorporated into the shipping container and core debris 
loading procedures. 

NRC Certification According to NRC officials responsible for certifying TMI’S shipping con- 

Process for Licensing 
tamers, an applicant requesting to use equipment not yet certified by 
NRC must demonstrate that the product meets NRC'S applicable requlre- 

the Containers ments. The applicant is normally required to provide engineering analy- 
ses and mathematical models confirming that the components meet SRC'S 

requirements, Mathematical models allow more comprehensive analysis 
of a greater number of variables than demonstrations and tests using 
actual hardware. 
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When KRC receives an application, it performs a pre-acceptance review 
to decide whether the application is sufficiently complete to proceed to 
the technical review. If not, the application is returned for further 
development. If NRC determines that an application is sufficiently com- 
plete, it conducts a technical review covering issues such as the struc- 
tural integrity of the equipment; its ability to contain radiation and 
withstand heat damage; the prevention of a nuclear reaction; and the 
operating procedures, maintenance, and quality assurance programs 
associated with the equipment. After the technical review is complete, 
NRC decides whether to approve or deny a “certificate of compliance,” or 
to request additional information to complete its review. 

During the certification process for the TM: containers, a series of seven 
meetings were held between NRC and DOE from June 1983 to March 1985 
to discuss the design of the damaged fuel shipping casks. The cask man- 
ufacturer, NUP-~C, on behalf of DOE, filed an application to NRC on June 
14, 1985, requesting a license to use the Model 125-B shipping container. 
According to NRC officials responsible for certifying the containers, these 
meetings resulted in a more complete application. NRC gave the applica- 
tion high priority due to the nature of the project. NRC officials believe 
the priority review, coupled with the series of prior meetings, resulted 
in a shorter than normal certification process. 

During its technical review, NRC made two requests for additional infor- 
mation that was supplied by MJPAC. Six meetings were also held between 
NRC and NUPAC to clarify various technical aspects of the application. 
Although it is not formally required, NRC encouraged NUPX to conduct 
scale-model testing in addition to its mathematical analysis. NRC officials 
told us that the scale-model tests confirmed the mathematical model 
analysis. At the conclusion of its technical review, NRC prepared a safety 
evaluation report that concluded the Model 125-B cask design meets the 
applicable requirements. A certificate of compliance was issued to DOE 
on April 11, 1986. The certificate of compliance has subsequently been 
revised based on changes submitted by DOE and reviewed and approved 
by NRC. The changes include: 

. a change in the fuel canister seal design and an increase in the torque of 
the closure bolts, 

l provisions for additional nonfuel contents, 
. modifications to the gas used to detect radiation leakage, 
. a modified procedure to allow an additional leak test to verify proper 

cask assembly, 
. a modified procedure for drying radioactive wastes in containers. 

Page 21 GAO/RCED-f37-123 Damaged Suclrar b’url 



Chapter 3 
Shipping Container Development 

l revised acceptance criteria for neutron absorbers, and 
l an authorization to use a tarpaulin to cover the cask during transport. 

DOE officials told us that additional modifications could be incorporated 
over the life of the program. 

Problems Detected by NRC’S certification process includes requirements for applicants to have 

NRC’s Quality 
Assurance Program 

procedures to assure that equipment is manufactured in accordance 
with approved design specifications. Normally, NRC requires the manu- 
facturer to (1) certify that equipment was manufactured in accordance 
with the NRC-approved design specifications and (2) conduct an ongoing 
quality assurance program during manufacture. NRC regulations only 
require its approval of the manufacturer’s quality assurance program. 
For the TMI program, however, NRC conducted several quality assurance 
inspections, such as inspecting welds, at the manufacturer’s plants. 

On the basis of these inspections, NRC questioned (1) the integrity of a 
weld on one of the reusable casks and (2) the documentation for the 
material used to manufacture a canister. For the weld integrity issue, 
NRC convened a panel of experts to review the data and determine 
whether the applicable construction standards were being met. In 
another instance, a contract to construct waste containers was with- 
drawn from the manufacturer after it was unable to document the 
source of the material used to build the containers. The following dis- 
cusses these issues in greater detail. 

Weld Integrity During an inspection at NUPAC, an NRC inspector reviewed radiographs 
(X-rays) of welds made on the inner and outer containment shells of 
both casks. On the basis of this review, the inspector questioned 
whether one of the welds met design specifications. At issue was 
whether a 1/24nch line on the radiograph was acceptable slag ( waste 
produced by the welding process) or an incomplete weld that would not 
meet the cask design specifications and the ASME code. The .WW welding 
code prescribes the corrective action that should be taken in f htwl 
situations. 

In order to resolve the question, NRC established a panel of thrvv Irule- 
pendent radiographic experts to examine the radiographs and r~*n~1vr an 
opinion. Computer enhancements were made of the radiograph3 ,tnci 
reviewed separately by each panel member who rendered an I:Ic~c’~M’~- 
dent opinion. The panel then discussed what each member had when and 
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a group consensus was formed. As a result of the evaluation process. the 
panel concluded that the indication on the radiograph was slag and not 
an incomplete weld. 

According to NRC officials involved in the review of the weld, no single 
element of the data developed on the weld integrity question was con- 
clusive. The panel’s opinion that the indication did not present a safety 
problem was based on the weight of all the evidence developed for the 
panel’s evaluation. The panel’s conclusion was based on the following: 

9 The indication is located approximately l/4-inch off the center of the 
weld and is not parallel to the center line of the weld. 

. The indication has varying width and is not sharp on each end. 

. The density appears to be even across the indication. 

Canister Manufacturer 
Change 

Quality assurance inspections were conducted by NRC at the canister 
manufacturer’s factory. A problem was encountered in documenting the 
source of the material used to manufacture the canister. As a result of 
this and other delivery and schedule problems, the contract was with- 
drawn from the manufacturer and awarded to two other companies. SRC 
officials told us that no adverse effects have occurred as a result of the 
change in canister manufacturers. 

Testing of the Casks 
and Canisters 

DOE tested the casks and canisters using a scale model of the shipping 
cask and a full-size model of the core debris canister. The results of 
these tests were supplemented by mathematical model analyses. These 
testing procedures are complementary because the test results of actual 
models are used as a baseline to verify mathematical predictions. Mathe- 
matical modeling allows the testing of multiple situations or variables 
without having to construct and test hardware. 

Cask Tests NRC encouraged DOE to use scale-model tests of the NUPAC 125-B shipping 
cask to supplement its mathematical model analyses. The cask manufac- 
turer fabricated a one-quarter-scale model of the shipping cask for the 
tests. According to DOE program officials responsible for shipping cask 
development, scale-model testing is used extensively to solve engineer- 
ing problems in a wide range of technical industries such as civil and 
mechanical engineering, aerospace, and nuclear power. The use of scale 
models is widely accepted and provides a cost-effective method of dem- 
onstrating the adequacy of a wide range of designs. According to sK(‘ 
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officials who participated in evaluating the test results, the scale-model 
tests confirmed the results predicted by the mathematical model 
analysis. 

Several drop tests were conducted at the Sandia National Laboratory 
using different cask positions. Three drops were made from 30 feet onto 
an unyielding hard surface. According to DOE, the impact of a 30-foot 
drop onto an unyielding hard surface produces about the same impact 
as a 90-mile-per-hour crash into 2 feet of reinforced concrete. The fol- 
lowing summarizes the test results. 

. First drop - To determine how well the cask walls, lids, and closure bolts 
perform in an impact, the cask was chilled to minus 20 degrees Fahren- 
heit and dropped bottom first onto an unyielding surface. The test 
demonstrated that the impact limiters within the cask adequately pro- 
tected the canisters. 

l Second drop - To maximize the stress on the cask body, the cask was 
dropped at an oblique angle of 62 degrees from horizontal onto its lid. 
This drop was also at a temperature of minus 20 degrees Fahrenheit. 

l Third drop - To produce maximum loads on the inner vessel, the cask 
was dropped on its side at ambient temperature. 

In addition to the 30-foot drop tests, to produce maximum puncture 
damage to the cask, it was dropped twice from a height of 40 inches 
onto the end of a steel rod. Both puncture tests were designed to deter- 
mine how well the cask could absorb the impact of a protruding object 
without the protection provided by the foam over-packs. 

. First drop - The cask was dropped on its side to demonstrate the ability 
of the cask wall to absorb the impact of a protruding object to an area 
not protected by the foam overpack. 

l Second drop - The cask was dropped onto the lid to show how it would 
resist puncture without the protection of the foam overpack. 

Before and after the drops, tests for leaks were conducted which, 
according to DOE officials, indicated no detectable leakage from either 
the cask’s primary or secondary containment vessels. Except for an 
indentation of the cask’s outer shell as a result of the side puncture test, 
damage was limited, as anticipated, to the internal and external impact 
limiters. (The impact limiters are illustrated in figure 3.1.) The impact 
limiters remained attached, and no buckling of the shells or internal 
structures was observed. The cask was examined by X-ray which mdi- 
cated no detectable displacement of the lead shielding. The drop test 
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results were consistent with the damage predicted by the mathematical 
model analyses. DOE program officials stated that the tests demonstrated 
the safety of the cask even in accidents involving severe impacts. 

Although the scale-model testing of the NLJPAC 125-B shipping cask did 
not include fire or thermal tests, the manufacturer prepared a safety 
analysis report that contained an analysis of the cask behavior under 
heat stress. NCPAC evaluated the cask’s thermal behavior by using a com- 
puter program that analyzes heat transfer in three dimensions. Four 
principal analyses were performed which demonstrated that the cask 
had adequate structural integrity to safely withstand NRC'S standard fire 
test. These analyses were reviewed and approved by NRC and DOE. 

Canister Tests In addition to the cask scale-model tests, DOE performed a series of drop 
tests on full size fuel and knockout canisters. The following is a sum- 
mary of the test for each type of canister. 

l Fuel canister - A full size canister was dropped bottom end first from a 
height of 18 feet onto an unyielding surface. The canister was dropped 
“bare,” and was not protected by the cask and its impact limiters. -4 
shorter canister was also dropped on its side from 30 feet. Both tests 
showed that the internal structure designed to ensure against a nuclear 
reaction of the damaged nuclear fuel remained in place and maintained 
its basic shape. 

l Knockout canister - A full size canister was subjected to four 30-foot 
drop tests in the following sequence: bottom end drop, side drop. top end 
drop, and side drop. During these tests, the canister was placed lnhltitl a 
steel pipe to simulate the interior of the cask. Each end of the piptb ~vas 
fitted with impact limiters to absorb shock. According to DOE offic,i:4s. 
the impact loads experienced in the tests exceeded the loads thar r htb 
canisters would encounter if the canisters had been dropped \vhiltl t htby 
were inside the cask. The tests showed that (1) the canisters conra~ncd 
their contents throughout each test, (2) the internal configuration rot’ r he 
canisters remained within the design parameters established to prt~\‘vnt 
a nuclear reaction, and (3) the tubes containing neutron absorb<lr\ oz pc- 
rienced no damage beyond that projected by computer analysis 

Although no drop tests were performed on the filter canister. txant tt 
tests were conducted on individual filter elements to determinrb r t ItsI I. 
crush strength. DOE also performed tests on the catalysts install~~cl I II 
each end of the canisters to demonstrate that the catalyst matc~rul 
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would recombine the hydrogen and oxygen gases generated by the radi- 
olysis of the water. The performance of the catalyst was measured at a 
hydrogen/oxygen generation rate that is about three times what is 
expected to occur in the canister. The testing programs helped deter- 
mine the size and shape of the catalyst placed in each canister. Accord- 
ing to DOE officials, the catalyst tests also provided conclusive evidence 
that the catalyst would perform satisfactorily and would ensure safe 
transport of the fuel debris. These tests were reviewed by NRC as part of 
its certification process. 
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The shipment of the core debris has required a cooperative effort 
between the rail carriers and various federal and state organizations. 
The rail carriers were responsible for initially selecting the route used to 
ship the damaged nuclear fuel. Once identified, the route was reviewed 
by DOE and evaluated by transportation consultants to assure that it 
offered optimum safety. Numerous precautions have been adopted to 
protect the health and safety of the population along the shipping route. 
The entire route was inspected prior to the first shipment of core debris 
and will continue to be inspected periodically. 

In July 1986 a rail accident involving hazardous materials occurred in 
iMiamisburg, Ohio. The accident did not occur on the route used for the 
TMI shipments. According to DOE officials, the Miamisburg accident did 
not demonstrate the need to change the route used for the TM1 shipmen 
because in their opinion, the shipping cask would have successfull) 
withstood the accident. 

.ts 

Each shipment is inspected by the railroads and appropriate federal and 
state agencies at various stages during the shipping process. 

Route Selection DOE's route selection process was limited because Conrail is the only rail 

Limited by Available 
carrier serving TMI, and Union Pacific is the only rail carrier serving 
INEL. When the two rail carriers’ most direct route and best quality track 

Rail Carriers between these two locations is being considered, the major junction for 
these railroads is located in East St. Louis, Illinois. 

According to DOE officials responsible for selecting the shipping routt’. 
both carriers have a good safety record and experience in transpc brt mg 
hazardous cargoes. Each rail carrier provided DOE with several pc)tt~r~ial 
routes within their service areas that could be used for the shipmclnrs 
DOE then used the following criteria to evaluate each of the rout Ing 
options: 

. the quality of the railroad track; 

. avoidance of high population areas; and 
l the quickest, shortest, and most direct route. 

Of primary importance to DOE was the quality of the railroad t t’;bc h 
According to DOE officials, however, this attribute often conflic.ts \\ ;: I I 
the avoidance of high population areas because the highest qu;tl It \ 1 .I I I - 
road track usually traverses areas with high population densit\ 1’11 
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avoid areas with high population, the shipments would have to use 
lesser quality railroad track. 

According to DOE officials, it may be safer for the shipments to use the 
best quality railroad track and travel through some highly populated 
areas. They also noted that since the cask was designed to provide ade- 
quate protection against the escape of radioactivity, it was not a critical 
factor in selecting a route. Therefore, in their view, it is safe to ship the 
cask through some high population areas. 

After working with the railroads to identify available shipping routes, 
DOE requested that transportation consultants at the Oak Ridge Sational 
Laboratory (Oak Ridge) and ALK Associates, Inc., evaluate them. Both 
organizations were requested to use DOE’S selection criteria in reviewing 
the various proposed routes from TMI to Idaho. Oak Ridge used a rail- 
road routing model known as INTERLINE to evaluate the rail routes 
identified in table 4.1. 

Table 4.1: Rail Routes Evaluated by Oak 
Ridge Distance in miles 

Route 
Primary 

Alternate 1 

Alternate 2 

Short Line 

“Hot Potato” 

Distance 
2,383 

2,292 

2,322 

2,286 

2,389 

Number of 
interchanges Populationa 

2b 1 179.583 

2 1 690 988 

2 1 591 208 

- 6” 1 591.126 

4c ‘83 338 

aNumber of people resldmg wlthln 1 kllometer of the route. 
blnterchange between the Mlssoun Pacific and Union Pacific is not consldered a full ln!er:qar,;e 
because these rallroads are part of the same company 
‘%cludes a transfer with a terminal railroad 

Of the five routes evaluated by Oak Ridge, two-the Primary and “I lot 
Potato”-traverse the East St. Louis, Illinois, area, while the othtm go 
through Chicago, Illinois. The routes that intersect Chicago havt> higher 
population densities than those that go through East St. Louis. :Jlt bough 
the Hot Potato route affects the least amount of population. ir &() has 
less high-quality track (81 percent) than the Primary route (Rti ~~~rwntl. 
The Hot Potato route was not recommended by Oak Ridge bcc*all\tL of I 1) 
consists of lower grade track and (2) requires more transfers of I tltb ship- 
ments between rail carriers. On the basis of its analysis, Oak H~cigc~ rt~‘- 
ommended that DOE use the Primary route. 
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ALK Associates used a railroad computer model for routing hazardous 
materials to analyze the potential accident rates that may be expected 
along the proposed routes. The most favorable route evaluated by ALK 
Associates intersects East St. Louis, has about 96 percent high-quality 
track, and has the lowest overall potential accident rate of all the routes 
proposed. The EG&G Idaho traffic manager responsible for the TMI ship 
ments informed us that with the exception of a 38-mile segment that 
uses Conrail’s main line in Ohio, this route is the same as the Oak Ridge 
Primary route. ALK Associates did not recommend a specific route but 
provided the information to DOE to assist in making a final route 
selection. 

Route Selected by DOE 
Reflects Safety Criteria 

The shipping route selected by DOE is the same as the most favorable 
routes analyzed by Oak Ridge and ALK Associates. DOE’S decision was 
influenced by the fact that 96 percent of the railroad track along the 
route is of high quality; in addition, based on the results of ALK Associ- 
ates’ computer analyses, there is a low predicted accident rate along the 
route. As shown by table 4.2 and figure 4.1, the route selected by DOE is 
2,383 miles and traverses 10 states. 

Table 4.2: Selected Railroad Route for 
Core Debris Shipments Railroad 

Conrail 
Missourl Pacific 
Union Pacific 
Total 

From/To 
TMI/East St. Louis, Illinois 
East St. Lows/Kansas City, Kansas 
Kansas City/lNEL 

Mileage 
880 
278 

1 225 
2,383 

Impact of Miamisburg In July 1986 a rail accident involving hazardous materials occurred in 

Accident on Route 
Selection 

Miamisburg, Ohio. The accident resulted in a fire that burned for 5 days 
and required the evacuation of several thousand people. Although the 
Miamisburg accident is not directly related to the TMI shipments. some 
concerns have been expressed that the accident may indicate the need to 
alter the route for the shipments. 

According to DOE officials responsible for coordinating the shippmg pro- 
gram, this accident did not demonstrate the need to change the route 
used for the damaged fuel shipments. One factor considered by D)E In 
planning the shipments was the potential need to evacuate; conse- 
quently, where possible, the route avoids high population areas. In :nidi- 
tion, the cask was designed to prevent the escape of radioactivity during 
any credible accident. DOE officials believe that the shipping cask and Its 
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Figure 4.1: Map of Shipping Route 

- Union Pacific 

--- Conrad 

contents would have successfully withstood the Miamisburg accident. 
Finally, the incident occurred on another railroad and was not on the 
route being used for the shipments. 

Shipment Inspections era1 and state agencies have conducted inspections before, during. and 
after each shipment. NRC is responsible for approving and monitrvlng 
the procedures used to load the damaged fuel. Before the first shipment 
was made, the Federal Railroad Administration (FRA) conducted iin 
extensive inspection of the railroad track; it will continue to perfc )r-m 
periodic reinspections throughout the entire program. 
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NRC 

FRA 

DOE is responsible for monitoring the radiological aspects of each ship- 
ment, as well as the maintenance on the railcars carrying the casks. 
These inspections will continue for the duration of the shipping 
program. 

In its regulatory oversight capacity, i%RC is responsible for ( 1) revie\ving 
and approving the procedures used to remove the damaged fuel from 
the reactor and (2) monitoring the loading of the debris into the canis- 
ters for shipment. All applicable procedures must be reviewed and 
approved by NRC before their use. NRC also periodically conducts unan- 
nounced inspections of the loading process to ensure that the proper 
procedures are being used. 

Before the first shipment was made, FRA inspected the entire railroad 
route from TMI to Idaho and rode trains to determine if the crews were 
complying with the proper operating rules and procedures. The inspec- 
tion was performed by FRA track and signal inspectors and included rail 
sidings, yards, and signal systems. FXA intends to conduct followup 
inspections of these components every 6 months for the duration of the 
shipping program. In addition to these route inspections, FIU plans to 
conduct the following inspections for each shipment: 

l Prior to shipment, FRA equipment inspectors will inspect the railcars to 
ensure that they are in compliance with all appropriate FRA 
requirements. 

l Before each shipment, hazardous materials inspectors will ensure that 
(1) the railcars have the proper radiation warning placards, ( 2) the train 
crews receive the required safety notification regarding their cargo. and 
(3) the railcars are placed in their appropriate location within the train. 

l Before departure from TMI, the hazardous materials inspector will be 
accompanied by a representative of the Department of Transportation’s 
Office of Hazardous Materials Transportation to monitor the le\.els of 
radiation from each cask. A similar inspection will be made when the 
train arrives in Idaho to determine if there has been any change m the 
radiation levels while the cask has been in transit. 

DOE For the first three shipments, a DOE representative with radiologlc,al 
expertise accompanied each shipment to perform radiological m( ,111 t c jr- 
ing during the trip. Each time the train stopped, radiological read1ng.s 
were taken at the surface of the cask and at a distance of 10 rn(‘tt’rs 
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According to DOE officials, this practice has been determined to be 
unnecessary, and was suspended, because the radiological readings for 
all the shipments have remained constant. DOE officials also stated that 
unless the need is demonstrated, persons with radiological expertise will 
not accompany future shipments. 

As part of its contract with DOE, the Union Pacific Railroad is inspecting 
and performing any required maintenance on the cask railcars. The 
inspection provides a quality control check to ensure that the equipment 
is performing as designed. Since the railcars were new, had been built 
specifically for the shipping casks, and had not yet developed a mainte- 
nance history, the decision was made to inspect them on the return trip 
for each of the first three shipments to determine how they would 
respond to the transportation loads. 

On the basis of the results of the first three shipments, it was decided 
that before departure from INEL, the railcars will be inspected by I ‘nion 
Pacific. The inspection consists of checking to ensure that all mechanical 
components are functioning properly, as well as determining w bet her 
any cracks have developed in the railcar or cask support structures. If 
problems are observed, the railcar will be sent to the Union Pacific facil- 
ity in Pocatello, Idaho, for inspection and/or repairs before being used 
again. It has also been decided that on the return trip of every third 
shipment, the railcars will be sent to Pocatello for a more comprehrbnsive 
inspection. The distance for each round trip is about 5,000 miles. I ‘rider 
normal loads, long-service railcars typically travel 100,000 to 2 N 1 ,I N 10 
miles between maintenance checks. According to an EG&G Idaho I )ffi- 
cial, as a point of comparison, similar cask railcars used by the Ikpu-t- 
ment of Defense for defense-related shipments are serviced ab)rrr t’\.er-y 
20,000 miles. 

State Agencies DOE has encouraged the railroads to allow state agencies to contfuc,t their 
own inspections of the train as it travels through their jurisdlc,t I( 111s 
Some states have availed themselves of this opportunity. For t~~;trT~l~lt~, 
when the train arrives in East St. Louis, Illinois, the state of 111s.~ b11r.1”~ 
Bureau of Radiological Health, in conjunction with the Illinois 1 kbl ).rrt - 
ment of Nuclear Safety, conducts an inspection of the cask. t’rlc br I ( t Its 
departure from Kansas City, Missouri, the Bureau of RadiologIc ;II 11~4th 
inspects the cask again. 
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If an accident, such as a derailment, occurs the rail carrier and the 
affected state and local government are primarily responsible for initiat- 
ing and monitoring the recovery operations. These recovery actions are 
supplemented by a wide range of federal programs. Training and assis- 
tance in emergency response planning has been provided to state and 
local governments by several federal agencies. These actions have been 
augmented by an emergency response team established by IKEL specifi- 
cally for the TMI shipments. 

In addition to federal and state emergency response initiatives, the TM1 
debris is being shipped on trains dedicated solely to this cargo. Other 
restrictions, such as reduced speed, have also been instituted for the 
trains and their crews. 

nize that similar functions or actions may be required to mitigate many 
different types of emergencies. The guidelines provide information on 
the broad policies to be used during an emergency and assist in the 
development of emergency coordination groups. An objective of FEMA’S 
guidelines is to develop a communication network at the state and local 
government level-before an emergency occurs-to bring together the 
needed actions and expertise required to successfully manage an emer- 
gency, including radiological transport accidents. 

DOE states that radiological material will be passing through their jurisdic- 
tions. For each shipment, the train crews have radio equipment on 
board. Union Pacific stated that its train crews have been instructed to 
report any incident to the railroad, which will then notify DOE’S Warning 
Communication Center. This report would trigger a series of contacts 
through a pre-established communication network which includes noti- 
fying DOE emergency management personnel, the state in which the inci- 
dent has occurred, and adjacent states. 

DOE has eight regional offices throughout the nation with 26 Radiological 
Assistance Teams. DOE’S emergency response plans require that these 
teams be capable of mobilizing within 2 hours and arriving at the acci- 
dent site within 6 to 8 hours. At INEL, DOE has also established a ‘IWI 
shipment response team which, according to DOE officials, is capable of 
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managing all foreseeable contingencies involving the shipments. This 
team could also be dispatched to the accident site, serve in an advisory 
capacity during the recovery operations, and provide a communications 
link to emergency management personnel at IKEL. 

Department of 
Transportation 

The Department of Transportation has developed and distributed a 
handbook on hazardous materials. The handbook contains basic infor- 
mation to be used by firefighters, police, and other public safety person- 
nel who are usually the first to arrive at the scene of an accident. All the 
hazardous materials transported in this country are listed in the hand- 
book and have an identification number. Hazardous material may be 
identified either by placards and identification numbers on the exterior 
of packaging or by information contained in documents accompanying 
each shipment. If an accident occurs, emergency personnel are 
instructed to use the placards with the handbook to identify what haz- 
ardous material is being transported. If the shipment is not placarded, 
emergency personnel are to use the shipping document, in conjunction 
with the handbook, to identify the material. For each hazardous mate- 
rial listed, the handbook also contains instructions on what actions 
should be taken to prevent harm to personnel in the area. According to 
the Union Pacific Railroad, the identification numbers for radioactive 
materials are not displayed on placards. 

State Emergency Plans The Pennsylvania and Missouri state emergency response plans are an 
adaptation of the FEMA Integrated Emergency Management System. The 
plans outline the primary response functions to be used during an emer- 
gency; they also designate who will be responsible for communications 
and public information; evacuation and mass care; and emergency ser- 
vices such as police, fire, and medical attention. 

Pennsylvania Emergency There are 67 counties and 2,572 political subdivisions within the state of 
Management Agency Pennsylvania. By state law, every political subdivision is responsible for 

protecting the health and welfare of the public. The law also encourages 
the establishment of mutual aid agreements between subdivisions and 
provides that requests for assistance from political subdivisions ivill be 
referred to the county level. According to the Planning Supervisor for 
the Office of Plans and Preparedness, within the past 2 years, ever!, 
county emergency management agency has conducted an analysis of the 
hazards that threaten persons or property within the county. 
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Most county emergency agencies have implemented a basic emergency 
response plan that addresses most of the potential hazards. Of the 13 
significant hazards that have been determined to be applicable to the 
counties in Pennsylvania, 9 have been identified by every county. Head- 
ing the list of potential hazards are transportation accidents; also 
included are storms, fire hazards, energy emergencies, and hazardous 
materials. 

A system of emergency assistance has been established between the 
state and local levels of government. Emergency exercises are conductec 
to test the feasibility of emergency plans, response capabilities. and the 
training of local and county emergency workers. Pennsylvania has also 
developed a network of public and private organizations with expertise 
in the handling of hazardous materials. These assistance groups are 
located throughout the state to provide a quick response to an accident. 

Missouri Emergency 
Management Agency 

The State Emergency Operations Plan for Missouri includes a special 
appendix for dealing with nuclear-related emergencies. The plan out- 
lines procedures to be followed during a radiological incident by the 
State Emergency Management Agency (SEMA) and the Missouri Suclear 
Emergency Team. The Nuclear Emergency Team consists of 50 profes- 
sional personnel drawn from SEMA, the State Bureau of Radiological 
Health, academic institutions, private industry, and various local civil 
preparedness and emergency response organizations. These reprtsenta- 
tives have been selected, based on their occupation, training, and tcchni- 
cal expertise, to assist local authorities in responding to a radiologIcal 
incident. 

Should a radiological incident occur, local authorities are suppoh~~i to 
contact SEMA, who will coordinate the emergency response act ion \s,it h 
the Nuclear Emergency Team. The local authorities will be responhlble 
for isolating the affected area from the general public and pro\idlng 
medical attention where needed. No recovery action will be taktw \I ntil 
radiation safety experts arrive at the accident scene. 

Dedicated Trains and As discussed further in chapter 6, the decision has been made t 1 I I IW~ 

Emergency Response 
dedicated trains to transport the shipments from TMI to IKEI.. .-IS it rt+ult 
of this decision: 

Capability of the 
Crews l The only freight on the train is the damaged nuclear fuel and (Y)I’~’ 

debris. 
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l Buffer cars are placed on either side of the railcar holding the shipping 
cask. 

l Each train has personnel on board to provide security and observe the 
shipment while in transit. 

l The speed of the train is restricted to 35 mph for the Conrail portion of 
each shipment. Union Pacific has a higher speed restriction of 50 mph in 
the open portions of its route. 

l According to Union Pacific, when the train transporting the damaged 
fuel encounters another train, the other train enters a rail siding while 
the train carrying the damaged fuel passes at a speed no greater than 50 
mph. 

l For the Union Pacific portion of the trip, certain states, such as 
Nebraska, request state police to follow the train as closely as possible 
by vehicles on highways adjacent to the railroad track. 
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Status of the Shipping Program 

The first shipment of core debris departed TMI on July 20, 1986. and 
arrived at IKEL on July 24, 1986. It consisted of one cask that contained 
seven canisters. A train dedicated solely to the TM1 cargo was llsed for 
the shipment. 

Due to a series of operational problems, such as clogged and contami- 
nated canisters, shipments were temporarily suspended after the second 
shipment in August 1986 until December 1986. Although shipments 
have resumed, the entire program will probably take longer than ini- 
tially planned due to these unanticipated problems. 

DOE and other federal government officials do not believe it is necessary 
to use dedicated trains to transport radioactive material. According to 
DOE, however, dedicated trains are being used at higher cost because the 
alternative offered by Conrail was not acceptable to DOE. 

Operational Problems The process of removing the damaged nuclear fuel from the reactor and 

Affecting the Shipping 
loading the debris into the canisters has been slowed by various optlra- 
t. lonal problems such as (1) clogged filter canisters, (2) removal of <llffi- 

Schedule cient water from the canisters, and (3) surface contamination on the 
canisters. As a result, shipments were temporarily suspended ~vh11c 
solutions were developed. DOE had previously planned to ship one c,ask 
every 3 weeks and complete the program in about 2-l/2 years. Alt bough 
the second shipment, consisting of two casks, arrived at I~'EL on Styxcm- 
ber 4, 1986, no additional shipments were made during Septembttr. ( )cto- 
ber, or November 1986. 

On December 14, 1986, the program resumed when both casks \vt’r(’ 
shipped to Idaho. Additional shipments were made on Januan, 1 I. ;~nd 
February 1,1987. GPU officials estimate that as of February 1, l!W. 
approximately 25 tons, or about 17 percent of damaged nuclear t‘r~cbl. has 
been transported to IKEL. The following summarizes the operat it )1\;11 
problems. 

Clogged Filter Canisters Filter canisters are one of three types of canisters used to cant ;II~I I I I(’ 
material removed from the reactor. As the smallest pieces of ~‘1 ,I’(’ I it+rls 
flow out. of the knockout canister, the filter canister is designcscl I I 0 I .r11- 
ture these particles on pleated stainless steel filters. Because ( jt t f I( ,.i I-ge 
quantities of small particles suspended in the reactor vessel W;I~ I ‘I V 1 II’ 
filters have become clogged before the canisters are sufficient 1~ ! I I It.1 1 
with core debris. 
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Twenty-seven filter canisters have become clogged. According to GPL. 
officials, because each canister costs $60,000, it is important to unclog 
and fully fill (reclaim) the canisters rather than ship them partially 
loaded with core debris. If the canisters were not reclaimed, additional 
canisters would have to be purchased in order to complete the program. 

Although GPU has attempted to reclaim the canisters, they have become 
clogged again. GPU officials told us there appears to be a limited number 
of times that attempts can be made to reclaim the clogged filter canis- 
ters. According to the officials, some canisters may therefore have to be 
shipped with less core debris than they were designed to hold. To date, 
none of these clogged filter canisters have been shipped from TM. 

Removal of Water From 
the Canisters 

Recombiner catalysts have been installed at both ends of each canister. 
These components recombine into water the hydrogen and oxygen gases 
that are generated as a result of interaction between water and the radi- 
oactive material from the reactor. If these gases were not recombined, 
the pressure inside the canister would increase. 

Sufficient catalyst must be exposed to the atmosphere within the canis- 
ter, regardless of the position of the canister. The catalyst will not func- 
tion properly if submerged in water. To ensure that an adequate amount 
of catalyst is available to recombine the gases within each canister. SRC 
required that no more than 50 percent water be contained in each c,anis- 
ter. According to GPU officials, if 50 percent of the water is removed 
from each canister, the amount of catalyst that would be exposed IS 
about 12 times more than needed to effectively recombine the gases. 

When empty, each canister is capable of holding 422 pounds ot’ ivater. 
NRC therefore required GPU to remove 2 11 pounds of water from tt2ic.h 
canister to ensure that 50 percent of the water had been removed. C;I)I. 
officials contended, however, that this approach does not consider the 
fact that a canister may contain core debris that may displace bvattlr. 
Therefore, if a canister is more than 50 percent filled with core dt+rls. 
there would not be sufficient water in the canister to remove t htl 
required 211 pounds of water. 

GPU requested permission from NRC to ship canisters even if :! 1 1 1~ 11 ~ncis 
of water has not been removed. On January 7, 1987, NRC approt (~4 1 I ,111 “s 
request and reduced the amount of water that must be rerno\,(kd t( I 1.7 
percent. According to GPU officials, with 25 percent of the wat llr 
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removed from each canister, there is still 3 times more catalyst exposed 
than is needed to effectively recombine the gases. 

GPU officials pointed out that each canister is monitored before shipment 
to ensure that the catalyst is functioning properly. The officials also 
stated that based on the results of tests and monitoring performed to 
date, it would take from 3 to 5 years to generate enough gas within each 
canister to reach the amount of pressure that the canisters were 
designed to accommodate. 

Contaminated Canisters GPU has developed a process to remove radioactive contamination from 
the exterior of each canister before it is loaded into the shipping cask. 
The canisters are stored in the fuel pool until they are to be shipped. As 
they are removed from the fuel pool, the canisters pass through a ring 
that sprays a hot water/boric acid solution. This spray is supposed to 
remove loose surface contamination from the canisters. 

The process has not been entirely successful, however, because 15 canis- 
ters have arrived at INEL with more surface contamination than antici- 
pated. This increased surface contamination has resulted in additional 
cleanup work required at INEL. GPU and EG&G Idaho officials pointed out 
that this situation presents a housekeeping problem at IKEL because 
additional measures have to be taken to prevent the spread of the con- 
tamination at the INEL facilities. Surface contamination of the canisters 
could also result in increased contamination levels in the interior of the 
shipping cask; this could also require additional cleanup work before 
returning the cask to service. 

GPU and EG&G Idaho officials said that this situation does not present a 
threat to public safety because the public has not been exposed to the 
contamination; it has been contained, as designed, within the shipping 
cask. GPU officials stated that they are currently gathering data to deter- 
mine the cause for the high contamination levels. They also stressed 
that the contamination on the surface of the canisters does not present a 
danger to the public because the canisters are contained within the ship- 
ping casks. 

Relationship of Surface When the core debris loading program was initiated, DOE and EG&G 
Contamination to Other Types of Idaho established a surface radiation contamination goal of less than 
Radiation 10,000 disintegrations (radioactive decay) per minute (DPM) per 1 (~1 

square centimeters of canister surface area. According to WE and U&G 
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Extent of Canister 
Contamination 

Idaho officials, this contamination level is relatively clean considering 
the type of facility and its operations and was adopted because: 

l Loose surface contamination could become airborne and endanger work- 
ers through inhalation. 

l DOE did not want to contaminate the waste storage pool or waste han- 
dling facilities at INEL. Since it is very costly to decontaminate these 
facilities, it was decided to take special precautions to minimize the level 
of contamination before shipments depart TMI. 

In order to obtain a perspective on the relationship between the canister 
DPM levels and other types of radiation, we asked EG&G Idaho officials 
to compare the radiation associated with the contaminated canisters and 
another form of radiation such as a chest X-ray. The officials stated that 
the canister contamination levels are almost insignificant when com- 
pared with chest X-rays. 

EG&G Idaho officials also stated that there is no direct conversion from 
DPMS to millirems (mr), the unit commonly used to measure radiation. 
They did estimate, however, that 200,000 DPM per 100 square centime- 
ters roughly equates to a dose rate of about 1 mr per hour. The officials 
also estimated that depending on the type, the dose rate from a chest X- 
ray could range from 30 to 100 mr per hour at a distance of 1 inch. .\s a 
point of comparison, the officials said a canister contamination le\.el of 
200,000 DPM would be about 3 percent of a chest X-ray which has ;t dose 
rate of about 30 mr per hour. 

According to the EG&G Idaho officials, although 15 canisters are con- 
taminated in excess of the 10,000 DPM level, the radiation exposure 
levels for all the contaminated canisters are less than a chest X-ray: 10 
canisters have a radiation exposure level less than 200,000 DPM. or 1 mr 

per hour. 

As of December 8, 1986, 21 canisters had been shipped to Idaho Ot 
these, 15 canisters had contamination levels above the 10,000 [WV goal. 
Only 1 of the 7 canisters transported in the first shipment was c’( mt ami- 
nated, while all 14 canisters in the second shipment was found to btl 
contaminated. Contamination levels have ranged from about 1:3.:11 N 1 [ WM 
to about 6,000,OOO DPM, or about 30 mr per hour. 
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Canister Status As of November 1986, 230 empty canisters had been delivered to TMI, 
and 190 had been inspected and accepted to load core debris. The status 
of these canisters is summarized in table 6.1. 

Table 6.1: Status of the Canisters 
Available for Loading Debris as of 
November 16,1966 

Status of canisters Number 
Shipped to Idaho 21 
Loading not started 
Loaded and readv for shioment 

103 
8 

Loadina In Drocess but not ready for shipment 58 
Total 190 

The Use of Dedicated Until recently, the use of dedicated trains to transport radioactive mate- 

Trains to Ship Spent 
Nuclear Fuel 

rial had been an unsettled issue between shippers and the railroads. The 
hazardous material shipping regulations promulgated by the Depart- 
ment of Transportation do not require the use of dedicated trains. 
According to the Association of American Railroads, however, many rail 
carriers believe that dedicated trains should be used for the shipment of 
spent nuclear fuel. The Association recommends the following operating 
practice for transportation of spent nuclear fuel: 

“Shipments of casks containing irradiated spent fuel cores should move in special 
trains containing no other freight, not faster than 35 mph. When a train handling 
these shipments passes or is passed by another train, one train should stand while 
the other moves past not faster than 35 mph.” 

The use of dedicated trains has been contested before the Interstate 
Commerce Commission. In a 1980 ruling on a transportation case not 
related to the TMI damaged fuel, the Commission stated: 

“Based on the evidence of record and Department of Transportation and Suclrar 
Regulatory Commission safety rules, the [Interstate Commerce] Commissmn agaln 
determined that special train service would yield no greater safety benefits than 
regular train service, and determined that it would not allow the railroads to rtqulre 
a service that would be several times as costly as regular service without commrn- 
surate safety benefits. Accordingly, the Commission found that the special train 
requirement was wasteful transportation and constituted an unreasonable 
practice . .” 

The government and electric utility companies subsequently challtlngcd 
the reasonableness of the rates charged for dedicated train senicta In a 
June 1986 ruling, the Commission found that railroads are ( 1) avoiding 
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their common carrier obligation to transport radioactive material in reg- 
ular freight service and (2) engaging in an unreasonable practice by 
charging rates for dedicated train service that are several times the cost 
of regular train service. The Commission determined that spent nuclear 
fuel has been regularly transported in regular train service, and manda- 
tory dedicated train service has not been shown to produce greater 
safety than regular train service. The Commission determination that 
the use of dedicated train service is not mandatory has been upheld by 
the U.S. Court of Appeals for the District of Columbia. 

Dedicated Trains Used for NRC'S cask design requirements incorporate standards that allow ship- 
TM1 Shipments ping casks, including the casks used for the damaged TMI fuel, to be used 

in regular train service. DOE officials responsible for the shipping pro- 
gram also informed us that they do not believe it is necessary to use 
dedicated trains to transport the damaged fuel and radioactive debris 
from TMI. They believe that dedicated train service does not provide any 
added safety in comparison with regular train service. They also stated 
that the dedicated train option was selected for the TMI shipments only 
because the other alternative offered was a poor second choice. 

Conrail offered two options to DOE for shipping radioactive wastes and 
debris-local freight service and dedicated trains. Conrail believes that 
if a shipper declines to use dedicated train service, the only other alter- 
native is to use local freight service. Conrail also believes that al1 
nuclear materials should be shipped on dedicated trains for t htk folI( w- 
ing reasons: 

. the route can use the best quality track, and can be planned to a~.o~ti 
population centers; 

l the train can be scheduled to avoid other rail traffic; 
l the train can be monitored enroute; 
l the speed of the train can be controlled; 
l the movement of other trains encountered along the route can bc 

controlled; 
l emergency response can be provided in the event of an incident. 
l escorts can be provided; and 
l maximum public confidence in the safety of nuclear movemcbn t 3 1 II rIu rgh 

sensitive areas can be instilled, while at the same time minim~/.~nL: I tit* 
potential for terrorist intervention. 

According to DOE officials, the local freight service was not ;i \ IA t ‘I(’ 
alternative because each shipment would have taken 8 days t ( I I 1. I \ 1 ‘I 
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between TMI and East St. Louis instead of 2 days for dedicated train ser- 
vice. This would have meant that the raiicar and shipping cask would 
spend most of the travel time sitting idle on a rail siding and subjected to 
reduced surveillance. Because these were not favorable conditions, DOF, 
program officials selected the dedicated service option. 

According to Union Pacific, it initially concurred with DOE'S plan to 
move the damaged fuel shipments in regular train service. Upon learn- 
ing that Conrail would be providing dedicated train service over its seg- 
ment of the route, however, Union Pacific concluded that dedicated 
train service should also be used for its portion of the journey. 

Union Pacific also stated that it negotiated a shipping contract with 
EG&G Idaho that allowed DOE to replace dedicated train service with 
regular train service after the first three shipments. The company now 
believes, however, that LKIE has not adequately educated the public on 
the safety of the shipments and the type of train service that is suffi- 
cient for the shipments. Union Pacific has concluded that public insis- 
tence on dedicated train service seems to have increased; therefore, 
dedicated train service should be continued for the balance of the 
shipments. 

Dedicated Train Service In providing dedicated train service, the railroads currently charge 
Increases the Cost of about $50,000 per trip over and above the normal tariff charge for ship- 

Shipping TM1 Wastes and ping radioactive waste. If all 40 shipments are made by dedicated train, 
h.. 
Uebris 

the cost of the shipping program could be increased by about $2 million. 
This cost could fluctuate depending on whether the two casks are 
shipped separately or on the same train. 

Agency Comments and We requested comments on a draft of this report from the Departments 

Our Analysis 
of Energy and Transportation, NRC, FEMA, FRA, and the Interstate Com- 
merce Commission. In addition, we requested comments from GH’. Con- 
solidated Rail Corporation, Union Pacific Railroad, the Association of 
American Railroads, and DOE'S Oak Ridge National Laboratory. Finally, 
we requested comments from the Missouri Emergency Management 
Agency and the Pennsylvania Emergency Management Agency. R’e 
received written comments from DOE, NRC, FEMA, the Missouri Emergency 
Management Agency, Union Pacific, and Oak Ridge National Laboratory. 
Appendixes I through VI contain the full text of the comments we 
received from these agencies and organizations. 
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DOE In its comments, DOE stated that our report presents a comprehensive 
review of its program and concludes that DOE has 

l acted prudently in conducting the shipments and meeting all applicable 
federal requirements; 

l taken extensive steps to protect public health, safety, and the environ- 
ment; and 

l cooperated with states beyond regulatory requirements to assure the 
safety of TMI shipments. 

In addition, DOE suggested that we replace the discussion of dedicated 
trains in this chapter with text prepared by its Office of General Coun- 
sel and enclosed with its comments. Although we did not follow DOE’S 
suggestion entirely, we have added relevant portions of the information 
to our discussion of dedicated train service. DOE also noted that a recent 
NRC report concludes that risks from spent fuel under severe transporta- 
tion accident conditions are less than previously estimated. 

NRC In its comments, NRC stated that our draft report provided a comprehen- 
sive and generally accurate review of the ongoing program to ship dam- 
aged fuel from TM1 to INEL. It also provided seven comments intended to 
clarify specific factual matters discussed in the report. We have revised 
our report as appropriate to reflect these comments. 

FEMA FEMA commented only on our discussion, in chapter 5, of emergency 
response preparedness along the shipping route. FEMA stated that Fvhile 
our discussion of its Integrated Emergency Management System is gen- 
erally correct, more precision is needed to describe the system and its 
use. The agency added that we did not refer to its federal coordination 
role in assisting states enhance their capabilities to respond to radiologi- 
cal transportation accidents. FEMA suggested that we substitute alterna- 
tive language contained in its comments (see app. III). 

FEMA'S suggested change addresses its general role in emergency plan- 
ning and response, but does not address the DOE program to ship dam- 
aged TMI spent fuel. For this reason, we did not substitute the langllage 
suggested by FEMA. We did, however, add language referring to YF:N..\‘s 
emergency functions, including radiological transportation accidents. 
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Missouri Emergency 
Management Agency 

The Missouri Emergency Management Agency commented that our draft 
report was a positive document. The agency suggested that, in reference 
to the discussion of canister testing in chapter 2, we identify what dam- 
age occurred to tubes containing neutron absorbers when a canister was 
subjected to a 30-foot drop test. The document that we obtained during 
our audit did not describe the specific damage to the tubes, conse- 
quently, we could not provide this information. 

The agency also said that it has no knowledge of any vehicles that fol- 
low the TMI spent fuel shipment train through Missouri. We have deleted 
the statement contained in our draft report that, for the Union Pacific 
portion of the trip (including Missouri), the train carrying TMI damaged 
fuel is followed by vehicles on highways adjacent to the railroad track. 

Union Pacific Railroad Union Pacific’s principal comment on a draft of our report relates to the 
discussion in chapter 6 of the dedicated train issue. The railroad did not 
disagree with what was contained in our draft report; rather, it took the 
opportunity to present its views on the issue. The railroad’s basic posi- 
tion is that DOE has not adequately educated the affected public on the 
safety of TMI damaged fuel shipments and the type of train service that 
is sufficient for the shipments. Therefore, Union Pacific’s view is that 
dedicated train service should be continued for the rest of the 
shipments. 

Union Pacific also made several other comments intended to clarify mat- 
ters discussed in our draft report or to correct factual errors. IVe have 
revised our report to reflect these comments. 

Oak Ridge National 
Laboratory 

Oak Ridge provided editorial comments and comments intended to 
improve the technical accuracy of our draft report. We revised our 
report as appropriate to reflect these comments. 
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Comments From the Department of Ehergy 

Department of Energy 
Washington, DC 20585 

MAY 1 5 1987 

#r. J. Dexter Peach 
Assistant Comptroller General 
Resources, Community, and 

Economic Development Division 
U.S. General Accounting Gffice 
Washington, DC 20546 

Dear hr. Peach: 

The Department of Energy (DOE) appreciates the opportunity to review and 
comment on the General Accounting Office (GAG) draft report entitled 
"Damagea Nuclear Fuel Shipments from Three-kile Island to Idaho Falls." 

The report is a comprehensive review of the Department's program to ship 
aamaged core material from the Three-Mile Island (TM11 reactor to the Idaho 
hational Engineering Laboratory. We have reviewed the report and have the 
following comments: 

1. The report title could be misleading (i.e., "aamaged nuclear fuel 
shipments"). No shipments were damaged. A more precise title would be 
"Shipments of the Damaged Nuclear Fuel Core from Three-Mile Island to 
the Idaho National Engineering Laboratory." 

5. The discussion of dedicated trains beginning on page 64 should be 
replaced by the enclosed material prepared by our Office of General 
Counsel. 

3. ke believe the GAO findings (with no findings to the contrary) leaa to 
the following recommended conclusions: 

a. DOE has acted in a prudent manner in conducting the TlrrI shipments 
ano in meeting all applicable Federal regulations and requirements. 

b. DOE has taken extensive steps, both regulatory ana institutional, 
to protect the health and safety of the public and to protect the 
environment. 

C. DOE has cooperated with States beyond regulatory requirements to 
assure the safety of TM1 shipments. This includes prenotification 
of shipments, allowing for inspections and escorts if requestec, 
and providing extensive information. 

4. Environmental review and analysis completed since the GAO study was 
startea continue to demonstrate the intrinsic safety of such shipments. 
The Nuclear Regulatory Coniitission (NRC) has just published 
NUREG/CR-4829, "Shipping Container Response to Severe Highway and 
Railway Accident Conditions." This document concludes, ". . . the 
radiological risks from spent fuel under severe highway and railway 
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accident conditions as derived in this study are less than risks 
previously estimated in the NUREG-0170 document." NUREG-0170 is 
the NRC's baseline environmental document supporting the shipment 
of radioactive materials by all modes. 

We believe the TM1 shipments are safe, secure, and well-monitored. They 
pose no significant health or safety risk to the public due to the extreme 
care we take and, more importantly, the extraordinary packaging used. DOE 
hopes these comments will be helpful to GAO in their preparation of the 
final report. 

Sincerely, 

4EZFfl 
Management and Administration 

Enclosure 
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THE DEDICATED TRAIh ISSUE 

The use of aedicated train service versus regular train service for the 
transportation of spent nuclear fuel is a long-standing point of contention 
between the railroads and shippers of nuclear materials. In 1976, the 
Department of Energy (DOE1 ana a number of private shippers instituted 
proceedings before the Interstate Cotmnerce Commission (ICC) to compel the 
railroads to handle spent nuclear fuel. Following a decision by the ICC 
that the railroads had a cotmion carrier obligation to move the spent nuclear 
fUe1, the railroads hIpOSed a mandatory special train requirement. DOE and 
the private shippers instituted another proceeding before the ICC 
challenging the railroads' mandatory imposition of special trains as well as 
the exceedingly high rate chargea for the special train service. Again, DOE 
and private shippers prevailed and the ICC held that the mandatory 
imposition of special train service was unreasonable transportation 
practice. This decision was uphela on appeal and the Supreme Court denied 
certiorari. The western and southern railroads filed tariffs for regular 
train service, but the eastern railroads refused to comply with the decision 
and, instead, published a tariff which again contained a mandatory special 
train requirement. Once again, DOE and the private shippers instituted 
proceedings before the ICC against the eastern railroads and, again, the 
shippers prevailed. The eastern railroads were found to be in contempt of 
the ICC order. As a result, the ICC prescribed a rate level for the eastern 
railroads for regular train service. This decision was upheld by the U.S. 
Court of Appeals for the District of Columbia and the Supreme Court denied 
certiorari. The issue of special or dedicated trains has been fully and 
completely resolved by the ICC and upheld by the courts. Special trains are 
a wasteful transportation practice and are not warranted as a safety 
precaution. In spite of the rulings of the two U.S. Courts of Appeal and 
the ICC, the Association of American Railroads (AAR) persists in 
recoamiending that special trains be used on a routine basis. Conrail 
continues to follow the AAR recorrmlendations on the TM1 shipments. 
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Comments From the Nuclear 
Regulatory Commission 

UNITED STATES 

NUCLEAR REGULATORY COMMISSION 
WASHINGTON. 0. C. 20555 

May 13, 1987 

Mr. J. Dexter Peach 
Assistant Comptroller General 
U.S. General Accounting Office 
441 G  Street, N.W. 
Washington, D.C. 20548 

Dear Mr. Peach: 

We appreciate the opportunity to review and comment on the draft GAO report 
"Damaged Nuclear Fuel Shipments from Three Mile Island to Idaho Falls." 
The draft report, which makes no recommendation, provides a comprehensive 
and generally accurate review of the ongoing program to ship damaged nuclear 
core material from Three Mile Island Unit 2 to the Idaho National Engineering 
Laboratory. 

Specific comments on the report are enclosed. 

Sincerely, _ 

for Operations 

Enclosure: 
Comments on Draft GAO Report 
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ENCLOSURE 

Comments on Draft GAO Report: 
"Damaged Nuclear Fuel Shipments from Three Mile Island to Idaho Falls" 

1. Page 2, last sentence 

This statement should be revised to clarify that operational 

associated with defueling the reactor, rather than problems 

transportation program, led to a temporary suspension of shi 

Idaho. 

2. Page 3, "Results in Brief," second finding 

problems 

with the 

pments to 

This section should be revised to clarify NRC's role in the certification 

of the NUPAC-125B cask. The NRC did not actually participate in the 

design or testing of the cask except to offer advice when solicited. The 

NRC performed an independent safety review of the NUPAC-125B cask which 

considered the cask design and test results. In addition, this section 

should be revised to reflect the fact that the cask is designed to 

provide shielding against the "radiation" emitted by the cask contents 

and to provide "leaktight containment" which prevents the leakage of 

"radioactive material" from the cask. 

3. Page 4, "Container testing" 

This section should be clarified to indicate that the NRC performed an 

independent safety review of the NUPAC-125B shipping cask. The paragraph 

should also be revised to indicate that the design provides for both 
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containment of "radioactive materials" as well as shielding against 

"radiation" emitted by the contents of the cask. 

4. Page 4, "Route selection" 

This section should be corrected to indicate that the shipping 

selected by DOE, after consultation with the railroads, federa 

officials, and private contractors. 

route was 

1 

5. Page 4, "Emergency planning" 

This section should be revised to indicate that the affected state and 

the carrier, in addition to the local affected community, are primarily 

responsible for initiating and monitoring the recovery operations. 

6. Page 34, last sentence 

This statement should be revised to clarify that NRC staff performed an 

independent evaluation of reported test results but did not "monitor" the 

actual testing. 

7. Page 22, second paragraph 

The referenced study has subsequently been completed. The reference is 

Shipping Container Response to Severe Highway and Railway Accident 

Conditions - NUREGKR-4829, February 1987. 
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Comments From the Federal Emergency 
Management Agency 

Federal Emergency Management Agency 
Washington, D.C. 20472 

MAY 1 S 1987 

Mr. J. Dexter Peach 
Assistant Comptroller General 
United States General Accounting Office 
Washington, CC 20548 

Dear Mr. Peach: 

This responds to your letter of April 13, 987, to Mr. John Thiede, 
Inspector General of the Federal Ekxgency Management Agency (FENA) 
concerning the Pgency's review of a General Accounting Office (GAO) 
draft report: Cemaged Fuel Shipnsnts frcsn Three Mile Island to 
Idaho Falls (m/RcED-a7-123). We have reviewed this draft report 
and have the following cmnts: 

49: Page Reference is made to the use of FEMA’s Integrated Emergency 
Managemnt System (IENS) to guide the emergency response actions of 
state and local governments. %ile the language in the report is 
generally correct, mzre precision is needed to describe I’CXS and its 
USC?. Also, no reference is made to FEMA’s Federal coordination role 
in assisting states in enhancing their capabilities to respond to 
radiological transport accidents. We reccmnend this alternative 
language: 

The Federal Emergency Management Rgency (FEMA) has an 
Integrated Exkargency Management System (JEMS) to assist state 
and local govenmnents in developing and enhancing integrated 
emergency planning, preparedness and response capabilities. 
Through the implementation of IFS, recognition is given to 
the principle that similar emergency functions are required 
for all types of urgencies, including radiological transport 
accidents. 

Through guidance issued by FEMA to support the implementation 
of LEMS by state and local governrents, emphasis is placed 
on developing preparedness and response capabilities based 
on core functions such as ccmnunications, protedive action 
decisionnakirq, evacuation and medical services. For example, 
a primary objective of FEMA is to establish a national emergency 
management system through which local, state and Federal emerp~x~ 
operating facilities are linked with compatible canunications 
capabilities. Through such a national emergency infrastructLp, 
the resources of emergency personnel and equipment can be mf+3 
effectively tapped and used fOK any type of anergenky, regardlas-, 
of its magnitude and impact. 
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FENA also coordinates the activities of 10 Federal agencies, under 
its regulation 44 CFR 351, to provide radiological emergency planning 
and preparedness assistance to state and local governments at the 
national level through the Federal Radiological Preparedness 
Coordinating Canmittee (FRPCC) and at the Regional level through the 
Regional Assistance Canmittees (P&C). Through the FRPCC, FEMA has 
developed and issued a guidance document in March 1983 for state and 
local governments to assist them in developing emergency planning 
and preparedness for radiological transport accidents. This document 
is e&i&d: Guidance for &eloping &ate and Local Radiological 
Bnerqency Response Plans and Preparedness for Transportation Accidents. 
This guidance is being revised based on camwnts and experience in 
using it during the past four years. The revised version should be 
ready for distribution by October 1987. FENA is providing technical 
assistance to state and local governments thrcugh the Agency's 
Regional Offices and RAC's to assist them in developing and enhancing 
their capabilities to prepare for and respond to radiological transport 
accidents. 

We appreciate the opportunity to review and ccmwnt on this document. 

Sincerely, 
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Comments From the Missouri Emergency 
Management Agency 

STATE OF MISSOURI 
DEPARTMENT OF PUBLIC SAFETY 

OFFICE OF THE ADJUTANT GENERAL 

I 
Richard D. Rosa 1 

Director 

EMERGENCYMANAGEMENTAGENCY 
P.O. Box 116 

Jefferson City, Missouri 65102 
Phone 314 - 751.9500 

may 6, 1987 

J. Dexter Peach 
Assistant Cceptroller General 
U.S. General Accounting Office 
Washington, DC 20548 

Re: Comments to Graft - GAO/RCED-87-123 

Dear Mr. Peach: 

My staff and I have read the Draft of your report "Darnaged Nuclear 
Fuel Shipexsnts from Three Mile Island to Idaho Falls (GAO/KID- 
87-123)" and found it to be a positive docent. We have only 
a few cements. 

On page 38, the report states that "(3) the tubes containing 
neutron absorbers experienced no damage beyond that projected 
by computer analysis." (emphasis mine) This raises the irmedi- 
ate thought, "Thentherewas sore damage. What was it?" In 
my opinion it is better to admit what damage occurred than to 
leave it to the imagination. As you~~yknow, there are folks 
in Missouri who are trying to stop the train and the question 
of criticality is one of their strong concerns. 

On page 54. the statement is made that II.... for the Union 
Pacific portion of the trip, the train is followed by vehicles 
on highways adjacent to the railroad track." This is news 
to us. The State Highway Patrol accompanied the first couple 
of shipments by air, at least part of tbs way, and sate Patrol 
cars observed the train's passage at certain troublesome cross- 
ings. We have no knowledge of any vehicles, official or other- 
wise, following the train through Missouri. Therefore, we 
could not very well confirm this should we be asked by the news 
media. If your audit disclosed such a fact, please inform me 
as to who is following the train. 
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In essence, it is a good report and I would hope it might lay 
to rest the concerns of the public and interested legislators. 

Thank you for giving us an opportunity to preview the Draft 
Report. If youor any of your staff have questions about this 
response, please contact Wm. K. Johnson, Chief of our Techno- 
logical Hazards Branch, 314/751-9770. 

WKJ:sb 

Director 
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r 

UNION PACIFIC RAILROAD COMPANY 

May 18, 1987 
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As you probably are aware, Union Pacific entered into 
a rail transportation contract with DOE's Contractor, EC&C of 
Idaho. That COntraCt provided that expedited or dedicated 
train service would be provided from East St. Louis to Idaho 
Falls for at least the first three movements. Union Pacific 
preliminarily concurred in DOE's plans to move the Three Mile 
Island shipments in regular train service until it was learned 
that Conrail would be providing special train service from 
Middletown, Pennsylvania to East St. Louis. In our opinion, if 
special train service is to be provided under DOE arrangement 
over the eastern portion of the routing, the same level of 
transportation should be provided for the western portion of 
the movement. 

In order to reach agreement with DOE on a rail 
contract, we subscribed to a condition that after the first 
three movements of damaged nuclear fuel the DOE could request 
that the dedicated train service be ended and regular service 
utilized. Public interest, however, has not abated. Instead, 
public insistence on at least special train service seems to 
have increased. Union Pacific has encouraged DOE to advise the 
public, as well as state and local officials, that dedicated 
train service might be replaced with more conventional train 
service. Our experience has been, however, that the DOE has 
failed to educate the public not only on the safety of the 
move, but also on the type of train service that is sufficient 
for this purpose. Union Pacific has concluded, therefore, that 
dedicated train service should be continued for the balance of 
the TM1 shipping campaign. 

We have the following comments concerning other 
portions of the draft report: 

At page 47 in the last paragraph, the word "Pocotello' 
is misspelled. 

On page 50, in the first paragraph, the draft notes 
that train crews have radio equipment on board and that they 
have been instructed to report to DOE's Warning Communications 
Center. It is correct that the crews have radios. However, 
Union Pacific train crews have been instructed to report any 
incident to the Train Dispatcher who then will Communicate the 
report to Union Pacific's Operations Center for further 
notification to the DOE Center. 

On page 51, the statement that hazardous cargo 
containers are required to have placards with the four digit 
identification number printed thereon is incorrect. 
Identification number markings are required to be shown only on 
portable tanks, cargo tanks and tank cars. The identification 
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numbers for poison gases, radioactive materials and explosives 
cannot be displayed on the placard regardless of the type of 
conveyance. 

On page 53, at the bottom of the page, Union Pacific 
has placed a speed restriction of 50 mph, rather than 55 mph on 
the movement of the cask cars whether loaded or empty. Also on 
the bottom of that page and carrying over to the top of page 
54, Union Pacific's practice is that the train transporting the 
spent nuclear fuel holds the mainline while the other train 
being passed or met enters a rail siding. The train bearing 
the spent fuel then passes at a speed no greater than 50 mph, 
not 35 mph. 

On the same page, the third item relating to the 
decision to use dedicated trains should be revised to delete 
mention of cabooses. Cabooses are provided for operating 
convenience or as a result of labor agreements between the 
railroad and the labor organization representing trainmen. 
Surveillance of the shipment can be made as easily from the cab 
of the second unit in the locomotive consist. The fifth item 
relating to train meets applies only to single track 
territory. Opposing trains are slowed in double track 
territory between St. Louis and Jefferson City, MO, Kansas 
City, MO and Menoken, KS; and Gibbon, NE and Granger, WY. 

On page 54, it is noted that Union Pacific trains are 
followed by vehicles on highways adjacent to the railroad 
track. This is incorrect. Certain states, such as the State 
of Nebraska, request the State Highway Patrol to monitor the 
progress of the train by driving on the roads as closely 
parallel to the rail route as possible. These highways are not 
always adjacent to the railroad track. The draft report leaves 
the erroneous impression that Union Pacific is providing a 
motor vehicle escort for the entire portion of the journey on 
Union Pacific. That is not the case. That is occurring only 
in those states which require the additional escort. Union 
Pacific does have an Operating Department officer on board each 
train. 

The last paragraph on page 54 indicates that train 
crews have been provided the phone numbers of DOE's Warning 
Communication Center. Again, the train crews have been 
instructed to notify the Train Dispatcher who in turn will make 
the necessary notifications in the event of an incident. 
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We appreciate the opportunity to comment on the draft 
report. Please contact Mr. C. E. Dettmann at (402) 271-4440 if 
you have any further questions. 

Sincerely, 
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Comments From the Oak Ridge 
National Laboratory 

May 5, 1987 

Mr. J. Dexter Peach 
Assistant Comptroller General 
U.S. General Accounting Office 
Washington, DC 20548 

Dear Mr. Peach: 

In accordance with your letter of April 13, I have reviewed the draft 
report, Damaged Nuclear Fuel Shipments from Three Mile Island to Idaho 
Falls (GAO/RCED-87-123). Comments may be found written on the draft 
document itself. 

Most of the comments are editorial. Two are probably worth 
mentioning. The author notes in many places that the cask is designed 
to "contain radiation." In fact, the cask will contain the activity 
associated with the fuel bearing parts that will be carried by the 
cask. Some small fraction of the gamma radiation emanating from the 
radioactive debris carried by the cask will pass through the wall of 
the cask. Thus, radiation is not contained; it is shielded. 

Finally, Fig. 3.1 identifies the impact limiters or energy absorbers 
as "overpacks." Since the author was consistent with his nomenclature 
in that section, I chose not to suggest the change. However, in the 
latter parts of the report (see p. 361, the device is frequently 
called an impact limiter. This is better terminology, and I would 
suggest it be used in place of the term "overpack." 

If you have any questions on my comments, please do not hesitate to 
call. 

4?2!T@@ 
Chemical Tee nology Division 

LBS:cap 

Enclosure 

cc: A. G. Croff 
V. C. A. Vaughen 
File 
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Resources, Keith 0. Fultz, Associate Director (202) 275-1441 
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Dwayne E. Weigel, Group Director 
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Development Division, 
Washington, D.C. 
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Office 
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